Capella Smooth

DOWNLIGHT

Product code MD0O8

MONDOLUX"
mondolux.com.au

Product info

System Lumen Range
System Power
Forward Current
System Efficacy Range
Body/Trim Colour
Installation Method

IP Rating
Dimming Type

Accessories
Warranty

Custom Dimming Type

Photometric info
Colour Rendering Index (CRI)
Colour Temperature (CCT)

Beam Angle

Light Output Ratio (LOR)

Custom Colour Temperature (CCT)

Revit Files

Date created: 01/03/2019

Architectural elegance

e Efficacy of up to 79Im/W at CRI80
e Beam angle options: 24°, 35°, 60°
e Capella Edge option available as well
e Dimmability: Non-Dim, Phase-Cut

750lm — 950Im
9.5W, 13.5W
350mA, 500mA
70lm/W to 79Im/W
White, Black

Fixed Recessed
P40

Phase-Cut Dimmable, Non-Dimmable,
DALI Dimmable

Without Accessory
3 years (T&C apply)

Available on request

CRI80

2700K, 3000K, 4000K
24°, 35°, 60°

>82%

Available on request

Please choose Beam Angle / Power
within the Revit file

77.5mm

75mm
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Capella Smooth

DOWNLIGHT Product code MD0O8 mondolux.com.au

MONDOLUX"

Compliance

CE A\ Roks

Packaging

Box Dimensions L x W x H mm 115 mm x 115 mm x 115 mm
Boxes per Carton 20,0
Carton Dimensions L x W x H mm 570 mm x 250 mm x 240 mm

Polar distribution diagrams

Capella Smooth 24° Capella Smooth 36°
105 105 105 105
90 . 0 9 %
a
i
75 75 75 75
60 | 60 60" 800 | &0
1600 |
i |
| 1200
a5 45 45 45
2400
1600
3200
2000
300 15° o 15° 300 30" 15° o 150 30°
cdkim n=100% cdikim n=100%
~——Co-c180 ——C90-C270 ———Cco-c180 ——Cg0-C270

Date created: 01/03/2019

Capella Smooth 60°
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