Raillux

SPOTLIGHT

MONDOLUX"
mondolux.com.au

Product code  MLO1

Ingenious light, right on track

e Linear wall washer tracklight with uniform light distribution
e System efficacy range from 133Im/W to 147Im/W

e Equipped with frosted lens diffuser

e Available in single and duo head

Product info

System Lumen Range

System Power
Forward Current
System Efficacy Range
Body/Trim Colour
Installation Method
LED Brand

Dimming Type
Accessories

Custom Dimming Type

Photometric info

Colour Rendering Index (CRI)
Colour Temperature (CCT)
Beam Angle

Light Output Ratio (LOR)

Custom Colour Temperature (CCT)

Compliance

RoHs CE A\
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4800lm — 5280Im

36W

365mA

133Im/W to 147Im/W
White, Black

3-Circuit Track Mounted
Tridonic

Non-Dimmable

Without Accessory

Available on request

CRI8O

3000K, 4000K
60°

80%

Available on request
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Ralllux

SPOTLIGHT Product code  MLO1

MONDOLUX"
mondolux.com.au

Packaging

Box Dimensions L x W x H mm 1000 mm x 150 mm x 150 mm
Boxes per Carton 4
Carton Dimensions L x W x H mm 1040 mm x 400 mm x 220 mm
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