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 ⚫ Improved efficacy >90lm/W
 ⚫ Suitable for wall washing applications with high uniformity
 ⚫ Tilt angle 0°- 95°
 ⚫ Ease of installation
 ⚫ Improved thermal design
 ⚫ Trim finish:

Stanley
Wash it all

NEW

ENQUIRE NOW
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Stanley
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Introducing Stanley, our enhanced wall washer spotlight 
that offers improved thermal design and optical 
performance. Enhanced features include an in-track driver 
and upgraded housing design to make it easier to assemble 
and install. The separated driver also improves thermal 
performance and enhances the product lifetime. Stanley 
is ideal for wall wash and wide area illumination purposes.

Available Options:

 ⚫ Lumen Output: 3800lm
 ⚫ System Power: 28W, 36W, 43W
 ⚫ Beam Angle: 86° x 59° 
 ⚫ Dimming Type: Non-Dimmable1, DALI Dimmable2,  

Wireless Casambi2

 ⚫ Body/Trim Finish: White, Black B
 ⚫ Colour Temperature (CCT): 3000K, 3500K. 4000K
 ⚫ Colour Rendering Index (CRI): CRI90

Code Information 

Family Code + Product + Installation Type + Colour + Beam Angle + CCT + Power & Current + Dimming Type +

MS = Mondolux Spotlight 13 = Stanley IM = 3-Circuit In-Track 
Mounted 1 = White W = 86° x 59° 930 = 3000K 070A = 700mA, 

28W 0 = Non-Dimmable

2 = Black 935 = 3500K 090A = 900mA, 
36W 3 = DALI Dimmable

940 = 4000K 105A = 1050mA, 
43W 6 = Wireless Casambi

Example: MS13IM2W-940-070A0

Mondolux Spotlight Stanley 3-Circuit In-Track Mounted Black 86°x59° CRI90 4000K 2520lm 
28W 700mA Non-Dimmable

Example: MS13IM1W-930-105A3

Mondolux Spotlight Stanley 3-Circuit In-Track Mounted White 86°x59° CRI90 3000K 3870lm 
43W 1050mA DALI Dimmable
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Note: 1 - Standard, 2 - Optional 


